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TROUBLE FREE TRUCKS

... EACH TRUCK IS AN
INDIVIDUAL SELF-CONTAINED

Eﬂrklc POWER UNIT!

WHEELS AND AXLES

Rolled steel multi-wear wheels meet
AAR standards, can be turned down to

new wearing surface if necessary.

‘Wheels are press [it on forged steel axles.
Journal end and wheel seat of axles are
machined for accurate fit,

BOLSTER

Cast steel bolster is supported on |

duty springs in side frames . . . specia
low design of bolster reduces roll and
wear . . . eliminates the possibility of
trouble

SIDE FRAMES DRIVE

Strong, heavy alloy steel castings with The triple reduction drive between motor
integral journal boxes. specially de- and axle gear is enclosed in an oil tight
signed and manufactured by American case . . . transmission is built around the
Hoist for locomotive crane service. axle with the motor end suspended fron.
Journal boxes are AAR standard and the bolster on a shock absorbing hanger.
house the pad lubrication. Roller bear- Intermediate shafts in the drive are
ings are optional. These side frames mounted on anti-friction bearings. Steel
are not modified freight car frames. spur gears are machine cut for perfect

mesh and heat-treated for long life.

.+« Specially designed trucks
for Locomotive Crame  American Locomotive Crane trucks are designed from end

to end for Locomotive Cranes service . . . The longest wheel
base in the industry . . . 6' 8" from center to center of axles

°
SCIVICE i better iond distribution and greater stability

« .. reduces flange wear on turns . . . provides more room for
mounting traction equipment and easy access for inspec-
tion and service.




