& Accessories
Rotating Mechanism:

Graduated, electric powered rotate system

Belt Drive System

Worm gear drive:  20:1 ratio
Spring set / Air release brake

All welded steel gear case

Boom Hoisting Mechanism:

Worm gear drive:  46:1 ratio
Belt Drive System

Power boom, raising and lowering

Graduated air control boom hoist lever

Self adjusting disc clutches

Automatic spring set / Air release brake

Hoisting Mechanism:

Double hoisting drums

Independent operation

18 inch split lagging

Split, external band type clutches - self adjusting

Graduated air controls

Hoisting Brake Mechanism:

External contracting type brake bands
Air assist treadle brakes

Independent parking brake valves on operator console.
Spring set / Air release braking – via a mechanical linkage insures positive braking in the event of an air failure
Weights:

Model:

Average Est. Working Wt.

DE-300S
     221,000 lbs.
DE-400
     241,400 lbs.
DE-600
     300,000 lbs.
DE-650
     310,000 lbs.
Performance Data:

Maximum travel speed
No load on straight track:
15 mph

Maximum grade no load:
8%
Hoisting speed:
approx. 220 fpm

Single Line Pull:
22,000 lbs.

Engine speed:
1880 rpm

Rotating speed:
2.0 to 2.5 rpm

Draw Bar Pull  -  2 Motor Travel Drive
______________________________________________________________________
Model
Starting
@  2 mph
DE-300S
24,677 lbs.
16,892 lbs.

DE-400
24,384lbs.
16,795 lbs.

DE-600
23,215 lbs.
16,405 lbs.

DE-650
23,215 lbs.
16,405 lbs.
Draw Bar Pull  -  4 Motor Travel Drive
______________________________________________________________________

Model
Starting
@  2 mph
DE-600
32,750 lbs.
25,250 lbs.

DE-650
32,750lbs.
25,250 lbs.

Accessories:

         To Meet Your Every Need
Dual Mode Load Hoisting & Lowering System

Magnet Control System
Travel Plugging System
Field Shunting System
Travel Overload Alarm

Travel Warning Bell

Elevated Operators Cab

Straight and Automatic Air Brakes (Class III)
Boom Center Sections
Integral Jib Section

Fairlead Assembly

Engine Starting Aids

Load Indicating Systems

Two Blocking Systems

Hydraulic Elevated Gantry

Track Sanders

Pile Driving Attachment

Hook Blocks, Magnets & Buckets

Air Conditioning System

24 Volt to 12 Volt Converters

Additional Lighting

Remote Control Flood Light

4-Motor High Speed Travel
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